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Earthwise ‘Mist-Master’ Odour Control System





HOW IT WORKS  - Odour counteracting solutions are misted into the affected environment through special hydraulic nozzles, powered by an automatic, timer controlled panel.  Depending on the need, the system operates intermittently or continuously.  The solution is also automatically diluted as required, ranging anywhere from 40(300 to 1, again, depending on the need.





WHERE IT IS APPLIED





Earthwise Mist-Master can successfully be used anywhere there are unwanted odours.  However we concentrate in areas where total elimination of odours is either virtually impossible or the costs prohibitive, i.e. sewage/waste water treatment plants, pumping stations, recycling facilities, septic tanks, lagoons, waste transfer stations, landfills, pulp and paper mills, garbage compactor rooms.








SOLUTION FEATURES





-Safe to use, no health or environmental hazards


-No fumes, nonflammable


-Not a masking agent, therefore no heavy fragrances; it attacks the odour source, causing a chemical reaction, and inhibits the odour molecule chain.


-Can also be used successfully in other areas where a Mist-Master may not be practical.


-With its enzymatic action, works as a catalyst in the breakdown of waste and grease build up.


-Very effective against low level H2S gases.


-Neutral PH


-Biodegradable





MIST-MASTER OPERATIONS





Each nozzle sprays approximately 48 ml per minute of spray, depending on the area and the severity of odours.  Typically in a pumping station environment, one minute of spray every three minutes, can be used as a guide line.
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